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Alloy 304L is a low-carbon version of Alloy 304, which is a 
commonly used stainless steel grade. This lower carbon content 
provides certain benefits in terms of improved weldability and 
resistance to sensitization, a condition that can lead to corrosion 
in certain environments.

Alloy 304L, like Alloy 304, offers excellent corrosion resistance in 
a variety of environments.

The reduced carbon content in Alloy 304L improves its weldability 
compared to Alloy 304. It is less likely to experience sensitization 
during welding, which can lead to the formation of chromium 
carbides and reduce corrosion resistance in certain environments.

TYPICAL APPLICATIONS

CHEMICAL PROCESSING EQUIPMENT

FOOD AND BEVERAGE INDUSTRY

PHARMACEUTICALS INDUSTRY

HEAT EXCHANGERS

ALLOYS 304L

MECHANICAL PROPERTIES (Typical)

 Tensile Strength 485 MPa (70,000 psi)

 Yield Strength (0.2% Offset) 170 MPa (25,000 psi)

 Elongation 40% (in 50 mm)

 Hardness (Brinell) 201 HB max

Precautions required to prevent sensitization and intergranular corrosion  
after welding.

PHYSICAL PROPERTIES

 Density 7.93 g/cm³ (0.286 lb/in³)

 Melting Point 1400 - 1450°C (2552 - 2642°F)

 Electrical Conductivity 1.45 x 10^6 S/m

 Thermal Conductivity 16.2 W/m·K (9.41 BTU·in/hr·ft²·°F)

 Specific Heat Capacity 0.50 J/g·°C (0.12 BTU/lb·°F)

CHEMICAL COMPOSITION   
(% by weight)

304L

Element Min Max

C - 0.03

Mn - 2

Ni 8 12

Cr 18 20

S - 0.03

Si - 0.75

P - 0.045

 

STAINLESS  STEEL

Alloys 304L (UNS S30403) AVAILABLE TUBE PRODUCT FORMS

STRAIGHT        

COILED             

SEAMLESS

SEAM WELDED AND COLD REDRAWN

SEAM WELDED, COLD REDRAWN AND ANNEALED

TYPICAL MANUFACTURING SPECIFICATIONS

ASTM A240/A240M

ASTM A276/A276M

ASTM A312/A312M


